
Aboveground Storage Tank Services 

In the U.S., hundreds of thousands of aboveground storage tanks (ASTs) contain environmentally hazardous 
chemicals, petroleum, and other substances.  In order to help protect the environment for future generations, 
Atlantic Testing Laboratories (ATL) provides AST tank testing and management. 

 API 653 certified technicians  
 Provides the most economical AST testing solutions that will meet State and Federal requirements 
 Extensive knowledge and experience in the areas of chemical and petroleum AST evaluations, compliance 

reporting, SPCC plans, and other related areas 
 Broad range of capabilities, coupled with the diverse expertise of technical staff, facilitates efficient and 

cost effective execution of AST management phases, from initial SPCC plans to the tank structural 
integrity and regulatory compliance evaluations 

Why ATL? 

Petroleum AST Regulations 
In accordance with the revised SPCC Rule 40CFR112, integrity testing must occur at regular intervals on all 
aboveground petroleum storage tanks at a facility that could reasonably discharge harmful quantities of oil 
into navigable water and has a single AST larger than 660 gallons of oil or a total AST capacity exceeding 
1,320 gallons of oil. 

ATL is a full-service firm offering a comprehensive line of technical support services.  These include special 
inspection services, subsurface investigations, water-based investigations, geotechnical engineering, 
construction materials engineering and testing, pavement engineering, nondestructive testing, stormwater 
pollution prevention planning, and surveying from our ten offices. 

Aboveground Storage Tank Inspection Services 

 AST Integrity Evaluations 
 API 653 Inspections 
 Weld Seam Testing 
 New Construction Inspections 

 Vacuum Box (VB) Examinations 
 SP001-06 New Standard Inspections  
 Ultrasonic (UT) Thickness Inspections 
 Visual Examinations (VT)  

Chemical AST Regulations 
The NYSDEC requires all chemical storage tanks to be tested 
during the initial installation and once every five years thereafter.  
Chemical ASTs with a capacity of 10,000 gallons or more must be 
inspected under the direction of a qualified engineer.  Inspections 
must be conducted by a nationally recognized association or 
independent testing laboratory.   

WBE certified company 

Albany 
518-383-9144 

Binghamton 
607-773-1812 

Canton 
315-386-4578 

Elmira 
607-737-0700 

Plattsburgh 
518-563-5878 

Poughkeepsie 
845-691-6098 

Rochester 
585-427-9020 

Syracuse 
315-699-5281 

Utica 
315-735-3309 

Watertown 
315-786-7887 

To Request a Quote or  
For More Information 

E-Mail: info@atlantictesting.com 
Web:    AtlanticTesting.com Think Quality 


